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Smart and robust HMI panels for industrial and building automation

DISPLAYS: 3.5" - 32" PROTECTION UP TO IP66

Robust, compact, elegant - HMI panels for every application

VISAM Touch Panels (VTP) are extremely compact, yet robust
and powerful operator panels for machine and plant const-
ruction, as well as for building automation.

All VTPs are equipped with high-quality color displays with
touch screen and are scalable in size from 3.5 to 32 inches,
depending on class. The panels withstand the extreme con-
ditions in industrial environments with frontal protection
against splash water and contact (up to IP66). The mechani-
cal design without fans and moving parts makes the devices
very reliable, durable and low maintenance. Thanks to this
feature, the VTPs are also ideally suited for use under strong
vibrations and shocks.

100% Industrial

VTPs rely on a hardware design that has proven itself
in industrial practice over many years.

e fanless, without moving parts
o water and dust resistant (IP54 ~ IP66)
e vibration and shock resistant

200+ Remote systems

Thanks to the high VBASE connectivity, all our ope-
rator panels are also compatible with more than 200
remote systems. Among them are many open stan-
dards but of course also all common control systems
of the major manufacturers.

TOUCHSCREEN INTEGRATED SOFTWARE INCLUDED

A lot of automation power for your hmi device

The VBASE editor is used for project planning and pa-
rameterization of the touch panels. With the wide ran-
ge of functions and the high connectivity, you have a
full access to the world of automation.

The featureset of the VTPs differ in the HMI runtime: Devices
with Windows Embedded Compact (WEC7) are delivered with
VBASE compact RT and have a slightly limited featureset. De-
vices with Windows 10 10T, on the other hand, offer the com-
plete functionality of the ,large” runtime VBASE Pro-RT. The
license of the HMI runtime is bound to the hardware device
(embedded), the configuration software is included with all
VTPs free of charge.

Software included

AII VTP operating devices are delivered with a com-
plete software package. This includes:

o VBASE HMI runtime
¢ VBASE HMI development tool
e Operating system

Smartphone connection

With the VBASE Web-Remote, all VTP systems have
an integrated web interface based on HTML5. Thus,
display and operation is also possible simultaneously
via a smartphone or tablet.
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VTP-BC

Industrial-grade HMI for control cabinet and panel mount

The VTP-BC series covers the complete HMI sector and is suitable for a wide range
of applications. The industry-proven design with IP66 front, resistive touch screen
and extended temperature range makes it highly durable.

7"-17" WEC7 Kompakt-RT ﬂ E

in-wall box
for 12"/15" devices

VTP-BX

Rugged HMI with extended feature set

These operator panels are just as solid and powerful as the identically constructed
VTP-BC series, but have a more valuable software package consisting of operating
system and HMI runtime and are therefore ideally suited for larger projects.

12"-17" Win 10 10T Pro-RT -“I

VTP-AX

Elegant operating devices for representative purposes

Thanks to its clear design, the VTP-AX series is ideally suited for smart building.
With solutions for wall mounting and in-wall installation as well as a wide range
of accessories, these panels adapt to every situation.

15"-32" Win 10 10T Pro-RT

Optional
in-wall box

VTP-UC

Open frame HMI with modular housing concept

VTP-UC72 is a very compact yet powerful OEM panel with 7” display and mo-
dular housing concept. It can be used almost everywhere, from installation in
machines to building automation.

7" WEC 7 Kompakt-RT E -

S ECEm.
flush-mounted box + decorative frame opt.
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Overview VISAM Touch Panel

Panelmount operating devices with new design
7"- 17" Display | WEC 7 / Windows CE operating system | VBASE Kompakt-RT HMI runtime | IP66, extended temperature range

VTP-BC72 VTP-BC120 VTP-BC151 VTP-BC171
Display 7" TFT LCD (16:9) 12" TFT LCD (4:3) 15" TFT LCD (4:3) 17" TFT LCD (4:3)
Resolution WVGA (800 x 480 Px) XGA (1024 x 768 Px) XGA (1024 x 768 Px) SXGA (1280 x 1024 Px)
CPU ARM Cortex A8 Intel Atom E3827 Intel Atom E3845 Intel Atom E3845
800MHz 1.75 GHz 1.91 GHz 1.91 GHz
RAM 512 MB DDR3 4 GB DDR3L 4 GB DDR3L 4 GB DDR3L

Panelmount operating devices with new design and extended software features
12"/15" /17" Display | Windows 10 IOT operating system | VBASE Pro-RT HMI runtime | IP66, extended temperature range

VTP-BX120 VTP-BX151 VTP-BX171
Display 12" TFT LCD (4:3) 15" TFT LCD (4:3) 17" TFT LCD (4:3)
Resolution XGA (1024 x 768 Px) XGA (1024 x 768 Px) SXGA (1280 x 1024 Px)
CPU Intel Atom E3827 Intel Atom E3845 Intel Atom E3845
1.75 GHz 1.91 GHz 1.91 GHz
RAM 4 GB DDR3L 4 GB DDR3L 4 GB DDR3L

Elegant operating devices with aluminium frame for wall mounting or wall installation (optional). Ideal for building automation.
15" /21" /32" Display | Windows 10 IOT operating system | VBASE Pro-RT HMI runtime | capazitive or resistiver touchscreen

VTP-AX154 VTP-AX158 VTP-AX214 VTP-AX218 VTP-AX328

Display 15.6" TFT LCD (16:9) 15.6" TFT LCD (16:9) 21.5"TFT LCD (16:9) 21.5"TFT LCD (16:9) 32"TFT LCD (16:9)
Resolution WXGA (1366 x 768 Px) WXGA (1366 x 768 Px) Full HD (1920 x 1080 Px)  Full HD (1920 x 1080 Px)  Full HD (1920 x 1080 Px)
CPU Intel Celeron J1900 Intel Core i3 3217UE Intel Celeron J1900 Intel Core i7 3517UE Intel Core i7 3517UE
2 GHz 1.6 GHz 2 GHz 1.7 GHz 1.7 GHz
RAM 4 GB DDR3L 4 GB DDR3 4 GB DDR3L 4 GB DDR3 4 GB DDR3
Open-Frame HMI Panel mount operator terminal with classic VTP design
7" Display | Windows CE | VBASE Kompakt-RT 3.5"/5.7" Display | Windows CE | VBASE Kompakt-RT

VTP-UC72 VTP-TC31 VTP-TC51
Display 7"TFT LCD (16:9) 3.5" TFT LCD (4:3) 5.7"TFT LCD (4:3)
Resolution WVGA (800 x 480 Px) QVGA (320 x 240 Px) QVGA (320 x 240 Px)
CPU ARM Cortex A8 TIAM3517 TIAM3517
800MHz 600 MHz 600 MHz
RAM 512 MB DDR3 256 MB DDR2 256 MB DDR2

VISAM GmbH - Irlicher StraBe 20 - D-56567 Neuwied | Tel: +49 (0) 2631 9412880 | www.visam.com



